
Self-Contained Breathing Apparatus (SCBA)

Introduction

United Safety relies on its long-term partnership with Scott Safety to bring the Air-Pak 75i SCBA to our customers. It is a 
NIOSH-approved SCBA designed with durability, dependability and user-focus in mind. The Air-Pak 75i SCBA features Scott’s 
unique dual-redundant pressure reducer coupled with the innovative and patented Scott Vibralert end-of-service indicator to 
provide dependable, peace-of-mind protection even in the most demanding industrial applications.
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Key Features
•  Dual Redundant Pressure Reducer. 
•  E-Z Flo regulator with Vibralert end-of-service indicator. This audible, tactile alarm warns the user of loss of primary
    pressure by gently vibrating the user’s facepiece, minimizing the chance to mistake other user’s SCBA’s alarms.  
•  Top-Down Convertibility.
•  One-piece backframe is constructed of a lightweight, time-tested, durable aluminum alloy.
•  Simple adjustment of a cam-over center slide permits the installation of 30-, 45-, 60- or 75-minute rated duration
    cylinders.
•  Enhanced latching system with a durable para-aramid fabric band allows for quick and ef�cient cylinder changes.
•  Parachute-style, oversized harness fasteners designed with gloved hands in mind permit smooth, ef�cient adjustment
    for quick donning and dof�ng.

Key Bene�ts
•  Reduced cost of ownership. 
•  The streamlined back-frame provides a comfortable �t with a lower pro�le. This allows for greater freedom of 
    movement to SCBA users in industrial protective clothing during even the most rigorous on-the-job activities. 
•  Dependable durability.
•  Quick and reliable donning and dof�ng.
•  Easy to breathe, as breathing circuit responds rapidly and ef�ciently to the user’s demand for air.
•  Redundancy of safety features.
•  Ease of use.

Regulatory Approvals 

Cylinder Options

Cylinder Working Pressure

 

 

NIOSH 42 CFR, Part 84
All electronic components are approved for Intrinsic Safety under UL 913 Class I, 
Groups C and D, Class II, Groups E, F and G, Hazardous locations
Faceshield as speci�ed in ANSI Z87.1.
NFPA-1981, for lens abrasion

Aluminum Cylinder: 30 minute
Carbon-Wrapped Cylinder: 30, 45, 60, or 75 minute 

2216, 4500, or 5500 psig
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