
Single Gas Clip (SGC)

Introduction

United Safety relies on Gas Clip Technologies’ Single Gas Clip for gas detection in extreme weather conditions. 
These reliable units will help your facility workers and contractors do their jobs safely, productively and cost 
effectively.
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Key Features
•  Unmatched sensor reliability for H2S, CO, & O2.
•  Adjustable alarm set points and real-time gas reading capability. 
•  50% larger battery capacity.
•  0.1 ppm resolution for H2S sensor and display.
•  Two-way IR communications for event downloads, bump tests & updates.
•  Programmable unit identi�cation.
•  Calibration optional.
•  “Bump check” reminder/confirmation/identification.
•  Programmable unique 6 digit ID for unit identi�cation. 

Reliable single-gas monitor.



Key Bene�ts
•  Reliable sensors provide peace-of-mind to employees.
•  Bump check alert increases user accountability and allows for easier policy enforcement.
•  Cost effective equipment.
•  Longer battery life makes logistics easier when units are deployed.
•  The adjustable alarm set points allow for hassle-free adaptation to changing health and safety gas exposure regulations
    for workers in industrial environments.
•  Considering the rugged environment these instruments are often exposed to and used in, identi�cation via serial 
    number, sticker, or marker can be unreliable. With the unique ID feature, units can be identi�ed with a simple push of a
    button for clear event log reports and bump test logs. 
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Single Gas Clip (SGC)
Reliable single-gas monitor.

 

 

  

Size

Weight

Temperature Range

Humidity

 

 

3.3” H × 2.0” W × 1.1” D
(85 mm H × 50 mm W × 28 mm D)

2.7 oz (76 g)

H2S: -40°C to +50°C/ -40°F to +122°F
CO: -40°C to +50°C/ -40°F to +122°F
O2: -35°C to +50°C/ -58°F to +122°F

5% to 95% non-condensing relative humidity

Alarms Visual, Vibrating and Audible (minimum 95 db)

Tests

Ratings

Certi�cations

Warranty

Measuring Range

Full function self-test on activation and every 20 hours; continuous automatic 
battery and sensor tests

IP 67/ Complies with EMC directives 89/336/EEC

UL 913 and CSA-22.2 No 157 Class 1, Division 1and 2, Groups A, B, C and D; 
ATEX: II 1 G Ex ia IIC T4; IECEX: Ex ia IIC T4

2 years from activation, 1 year shelf life

H2S: 0-100 (Low alarm limit: 10 ppm; High alarm limit: 15 ppm)
CO: 0-300 ppm (Low alarm limit: 35 ppm; High alarm limit: 200 ppm)
O2: 0-30% (volume) (Low alarm limit: 19.5%; High alarm limit: 23.5%)
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