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Introduction
Detcon SmartWireless® audio-visual alarm stations feature a battery powered audio visual alarm station designed as a 
wireless cordless system. They are cost-effective and easy to deploy, making them viable for permanent and temporary 
installations. Rated for Class 1; Division 1, Groups C, D hazardous areas and Class I; Division 2, Groups A, B, C, D, they are 
ideal for application in drilling rigs, oil and gas production sites and refining and petrochemical plants. 

Key Features
•   “Self Healing Mesh” technology. 

•   Wireless-Cordless®.

•   Line Power Option Available.

•   Configurable Audible & Visual alarms. 

•   Rated for Class 1; Division 2, Groups B, C, D hazardous areas.

•   4-6 Hours Continuous Operation in Full Alarm, 5 months with no alarm condition.

•   Battery pack continuously reports charge level and estimated operating time. 

•   Conforms to non-licensed radio frequency appliance (2.4 GHZ).

Key Benefits
•   No disruption of network ensuring continuity of operations. 

•   Long operating times facilitate logistics.

•   Configurable combinations of visual and audible alarms allow for concomitant use for more than one type of gas.
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Technical Specifications

Alarm Station 
Specifications

Visual Alarm 
Specifications

Environmental 
Specifications

Input/Output

Electrical Classification

Dimensions

Weight

Warranty

Output

Lamp Type

Flash Rate

Lamp Life

Lens Colors

Operating Temperature

2.4GHz DSSS radio transmission

Class I; Div 2; Groups B, C, D

33.75”H x 18.3”W x 12.25”D; 857mmH x 464mmW x 311mmD

38 lbs.; 17.23 kg

1 year

Intense light; flashing standard, configurable to steady burn

LED array

60 flashes per minute

60,000 hours

Amber, blue, clear, green, and red

-20°C to +60°C; -4°F to +140°F


